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Innovative submersible pumps with cutter system

Barracuda GRP series 

submersible wastewater pumps with ASC system

THE SHARP 
SOLUTION

SUBMERSIBLE WASTEWATER PUMPS WITH 
ASC SYSTEM



The GRP-cutter system even makes short work with diapers.

THESE REALLY PERFORM
HOMA submersible pumps with their cutter system are among the technical leaders on the market. Our series of 
Barracuda GRP and wastewater pumps with the ASC system are setting trends worldwide, convincing not only with their 
reliability, but with their performance as well. These robust cutting systems prevent clogging or blocking of the pumps by 
effi ciently cutting contained solids before the pumped medium is carried off.
More than sixty years of expertise in pump construction, innovative technology and high-quality materials guarantee the 
famous HOMA quality “Made in Germany”.

Special solutions by HOMA:
GRP pumps in tandem
confi guration



PERFORMANCE THAT PERSUADES

» excellent cutting characteristics
» high efficiency
» robust construction, high-quality materials
»  also available in explosion-proofed design
» starting with the GRP 56, also available with motor cooling jacket for
   drywell installation

Persuasively robust:
Where many other systems give up, 
HOMA submersible pumps with cutter 
system in the GRP series have proven 
themselves even under extreme ope-
rating conditions. The robust construc-
tion of all components - in solid stain-
less steel from the motor, to the 
hydraulics to the hardened cutting 
tools - sets world standards for operati-
onal reliability

Reliable in use:
Whether for pressure drainage in topo-
graphically diffi cult areas, wastewater 
disposal through small cross-section 
pipes, or when great lift heights have 
to be reached at a relatively low fl ow 
rate: the power packs of the Barracuda 
GRP series cut contained solids in frac-
tions of a second, so that even 
plastic pipes with cross-sections from 
1 1/2” (GRP 16 - GRP 50) or DN50 

(GRP 56 - GRP 111) are suffi cient as 
pipelines. That’s how to reduce consi-
derably the cost of materials and laying 
drainage systems. With a delivery 
pressure of up to 70 m (7 bar), the 
most powerful models in the series 
can also handle big wastewater dispo-
sal projects. 

BARRACUDA GRP

Hardened stainless-steel cutters (HRC 55)
in the GRP series

Packaged submersible pump stations with
sythetic sump (Type SKB) and GRP pumps

Range of coupling adapters for exchanging with 
other manufacturers



HOMA Pumpenfabrik GmbH
Industriestraße 1    D-53819 Neunkirchen-Seelscheid / Germany

Telefon: +49 (0) 2247 702 - 0    Fax: +49 (0) 2247 702 - 44

E-Mail: info@homa-pumpen.de    Internet: www.homa-pumpen.de
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We reserve the right to alter our soecifi cations without notice.

Industriestraße 1    D-53819 Neunkirchen-Seelscheid / Germany

Telefon: +49 (0) 2247 702 - 0    Fax: +49 (0) 2247 702 - 44

E-Mail: info@homa-pumpen.de    Internet: www.homa-pumpen.de

PERFORMANCE THAT PERSUADES

» reliable cutting system prevents blocking of the pump
» adjustable cutting system in hard metal (HRA 90)
» high handling capacity with discharge sizes up to DN 150  
»  powerful channel-impeller pumps with free passage up to 100 mm 

SUBMERSIBLE WASTEWATER PUMPS WITH 
ASC SYSTEM

Components of the ASC system:
Impeller with 2 blades and adjustable
cutting plate

Hard metal cutting system (HRA 90)

Persuasively safe:
In particularly diffi cult applications, 
where it makes no sense to use stan-
dard hydraulics, HOMA wastewater 
pumps with the ASC system are the 
optimal solution.
The combination of submersible wa-
stewater pumps having a free passage 
of up to 100 mm Ø with an upstream 

ASC cutting system, which disinte-
grates particularly coarse solids, gives 
double protection against any obstruc-
tion of pumps, fi ttings or pressure 
pipes. 
The adjustable ASC cutting system 
consists of two rotating blades and one 
fi xed blade in hard metal, and is availa-
ble for HOMA wastewater pumps in 

the MX13 to MX34 and K33 series. 
The ASC system can also be retrofi tted 
to these pumps.
To select the most appropriate pumps, 
please contact the HOMA sales team.

Components of the ASC system:
Impeller with 2 blades and adjustable
cutting plate

Hard metal cutting system (HRA 90)

Components of the ASC system:
Impeller with 2 blades and adjustable
cutting plate


